DRAGON Rock Wool

Your Energy Save

.
'

~

e NGAN CHAY

rd

e CACH NHIET

P

« CACH AM

HOAN COMP A N Y I

I K H A I



i @
! DRAGON Rock Wool

A
k -
0 (w Your Energy Save

GIGI THIEU

DRAGON Rock Wool®

Bdng khoang DRAGON Rock Wool® 13 nhan hiéu cdc sdn pham cach nhiét d3 dugc dang ky dugc
san xuat bdi CONG TY KHAI HOAN-VIET LONG JSC.

B6ng khodang DRAGON Rock Wool* dugc san xuat tir da bazan va da véi nung chay & nhiét do
khodng 1300°C. S3n pham dugc chiing nhan 13 vat liéu khdng chdy (Non-combustible material)
dap Ung t6t cac diéu kién ngan chay & nhiét dd cao, giam dd 6n, that thoat nhiét, gidp strdung
nang lugng hiéu qua (dugc SGS ching nhan dat tiéu chudn ASTM C411, BS476 part 4,6,7,20).

DRAGON Rock Wool® dung trong cc gidi phap cach nhiét, cach dm va ngan chay & céc linh vyc
c6ng nghiép, xay dyng va dan dung. L3 vat liéu thadm am xuat sic, bdng DRAGON Rock Wool®
dugc strdyng rong rai véi cac hé tran/vach, mai nha xudng cach am nham gidm tiéng on hiéu
qua va dat hiéu qua t6i uu vé cach nhiét & ngan chay. Ngoai ra, DRAGON Rock Wool® dugc dung
Iap d3t vao cac vach 16 dé cach nhiét va cac vach dudng 6ng cong nghé nham gidm am & chdng
that thoat nhiét hitu hiéu.

Soi bdng khodng DRAGON Rock Wool® dugce tao nén béi cac thanh phan thién nhién, an toan
cho st khde con nguoi, than thién véi méi truong.
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UNG DUNG

Bong khodng cach nhiét DRAGON Rock Wool" véi gidi phap 3-trong-1:
Cach nhiét - Cach am - Ngan chady

hoan toan dap (ng tat c3 cac tidu chudn thiét ké xay dung cla Viét Nam va
quéc té.

Rock ool for Pipe Section Rock Wool Loase
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THONG SO KV THUAT

Ty trong (Kg/m3)
Density (Kg/m3)

Nhiét dé lam viéc (°C)
Service temperature (°C)

Hé s6 truyén nhiét (W/mK)

Thermal Conductivities ( W/mK)

Hé s6 tiéu am
Sound Absorption Coeficient

125 Hz
250 Hz
500 Hz
1.000 Hz

2.000 Hz
4.000 Hz
Hé sd C
Early Fire Hazard Indices

Mrc d6 bat Ita
Ignitability

D& dan chay
Spread of flame

Nhiét do néng trung tam
Heart Evolved

M(rc do tao kho
Smoke developedi

Muc khang I(a & nhiét do
7000C trong 3 gio
Fire Resistance at
7000°C in 3 hours
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40 50 60 80 100 120 140 160
450 650
Tiéu chudn
ASTM(C518-04
0.037] 0.037|0.037 | 0.036 | 0.035| 0.033| 0.031]|0.031
0.0480.037 |0.037 | 0.037 | 0.035| 0.035( 0.033(0.030
0.055|0.053 | 0.05 |0.049(0.047 | 0.046(0.044
0.078 |0.075 | 0.067 | 0.063| 0.061 | 0.061(0.060
0.110(0.108 | 0.093 | 0.082| 0.079| 0.077|0.076
Do day
Thickness 50mm
030 028 | 0.26 | 037 | 035 | 033 | 031
048 | 055 | 0.73 | 062 | 0.67 |0.66 | 0.65
097 | 095 | 0.9 091 | 089 |0.87 | 0.86
099 | 099 | 098 | 098 | 0.97 [095 | 094
097 | 097 | 095 | 095 | 096 |095 | 093
099 | 098 | 097 | 097 | 095 |094 | 094
Tiéu chudn
ASTME 136
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0







