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GIGI THIEU SAN PHAM

ECO XPS FOAM® (Extruded PolyStyrene) dugc san xuat ti PolyStyrene nong chay, dun két hop tao x8p vai khi Freon. Vi cau
trac 6 kin, ECO XPS FOAM® chiu uén, chiu nén tét, iing dung hiéu qua trong cac hé cach nhiét, cach am, chéng tham,...

Nhe nhung rin chic va bén, ECO XPS FOAM® kha dung trong hau hét cac céng trinh cdng nghiép va dan dung. ECO XPS
FOAM® dem lai hiéu qua ré rét trong viéc tiét kiém nang lugng cho méi trudng sinh hoat va san xuat.

Vat liéu XPS tir lau dugc xem la vat liéu cé tinh bén cuc cao véi cac diéu kién khac nghiét ctia tu nhién nhu dé tham nudc, lanh,
néng, ap luc va dé bén theo thai gian.

Nhd cu tric 6 khép kin hoan chinh, ECO XPS FOAM® nhe & hoan toan n dinh vé mat co ly.

ECO XPS FOAM® dap (g hoan hio cho cac giai phap cach nhiét, cach am, chdng thdm...va phit hap véi moi loai hinh céng
trinh. ECO XPS FOAM® |3 giai phap tiét kiém nang luong tuyét vai cho méi trudng séng & san xuat.

A (P

Tam cach nhiét ECO XPS Foam®

INTRODUCTION

ECO XPS FOAM® (Extruded PolyStyrene) is produced
through the extrusion process of melting Polystyrene
with Freon as the blowing agent. Nonetheless, the stable
properties of polystyrene, when combined with a unique

foam extrusion process, produce an exceptionally useful
product with benefits for nearly all construction and
engineering applications.

Extruded polystyrene has a well-established reputation
for long-term reliability and superior resistance to the
elemental forces of nature: time, water, cold, heat, and
pressure.

Thanks for its closed cell structure, ECO XPS FOAM® is
light weight yet physically and chemically stable. ECO XPS
FOAM® is applicable for: thermal, acoustic, waterproof,
etc. It can be applied in all types of building. ECO XPS
FOAM® increases energy efficiency for both living and
production environments.
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TYPES & SPECIFICATIONS

STANDARD

ASTM 1622

ECO XPS FOAM
200

35-38

ECO XPS FOAM
250

32-35

ECO XPS FOAM
300

35-38

ECO XPS FOAM
400

40-42

Compressive Strength

Kpa (£5%)

ASTM 1621

200

250

300

400

Water Absorption

% (v/v)

ASTM C272

<1%

<1%

<1%

<1%

Thermal Conductivity

W/m.k (£5%)

ASTM C518

0.028

0.028

0.028

0.028

Dimensional Stability

<20

<20

<20 <20
Thickness mm 20, 25, 30, 40 50 50, 60, 75
Dimension Length mm 1200, 1800, 2400
Width mm 600, 1200
Manufactured by request
Flammability Class e JIHB 94HB 94HB J4HB

B1, B2

B1, B2

B1, B2

B1, B2

B1, B2

EDGE PROFILE, Square Edge or Shiplap
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Chéng tham thau nuéc

ECO XPS FOAM® ¢4 ti 1& hap thu nudc cuc thap. So véi cac loai vat liéu cach nhiét khac nhu bot PU Foam (Polyurethane
Foam) hoac mép x8p EPS ( Foam EPS ). ECO XPS FOAM® duy tri dugc hiéu suat cach nhiét khi ti€p xdc véi dé am trong thoi
gian dai. ECO XPS FOAM® ¢6 tinh nang chdng dm rat cao, cé thé ing dung cho bat ky khu vuc nao clia céng trinh nham gidm

thiéu hu hai do &m d6 cao (mua, dong suang, san tham nudc...)

Do khang nhiét cao (R - Value)

ECO XPS FOAM® kiém soat duoc luu luong khéng khi, giit cho muc nhiét
do6 khu vuc luén 6n dinh, vi thé gitp tiét kiém dugc chi phi sif dung nang
luong.

Cuong do nén cao

C4u tric “té bao kin” (closed cell structure) ctia ECO XPS FOAM® tao ra d6
khang trd vé mat co hoc. Diéu nay dac biét phu hop véi bat ky bé mat tai
trong nao. ECO XPS FOAM® chiu nén tét. Tuy ty trong ECO XPS FOAM®
dap Uing tét moi yéu cau chiu nén tir 200 - 500 Kpa. Yéu ciu chiu nén 350
Kpa cé thé dé dang dat dugc ngay ca d8i véi cac san pham ty trong thap.

Trong luong nhe - Dé thi céng lap dat

ECO XPS FOAM® thich hop cho hau hét cac bé mat thi cdng-phéng hay go
ghé, xéo hay ngugc - hoan toan dé dang thi cédng vi trong lugng cuc nhe.

Cach nhiét tét - Tiét kiém chi phi Tilé hdp thu nudc cuc thap

Tuong thich véi moi vat liéu xay dung
ECO XPS FOAM® duing duoc dé dang trén nén bé téng, g, vita trat, thép hay bt ky vat
lieu xay dung nao khac.

Bén va c6 thé tai st dung

ECO XPS FOAM® giit duoc dic tinh co ly va chi sé R (chi s6 khang nhiét) 6n dinh theo
thdi gian du & trong nhiing diéu kién khic nghiét. ECO XPS FOAM® hoan toan cé th&
duogc tai st dung.

Khang sau bo va nAm méc
ECO XPS FOAM®, véi dic tinh co ly tinh dac biét, hoan toan chéng lai dugc sau bo, vi
khuén, cén truing va céc loai gdm nhadm va khéng tao méi trudng séng cho vi khuan.

Than thién véi moi trudng
ECO XPS FOAM® dé& bao quan, khéng chia héa chat gdy an mon gay hai da, bado ddm
quy trinh san xuat khéng gép phan gay nén hiéu ting nha kinh.

Chiu nén ti 200 - 500 Kpa

)

Cach am hiéu qua

Ung dung cach am, ché







